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§84.137

resistant. Federal Specification, Mask,
Air Line: and Respirator, Air Filtering,
Industrial, GGG-M-125d, October 11,
1965 with interim amendment-1, July
30, 1969, is an example of an appropriate
standard for determining impact and
penetration resistance. Copies of GGG-
M-125d may be obtained from the
NIOSH, Certification and Quality As-
surance Branch, 1095 Willowdale Road,
Morgantown, WV 26505-2888.

(c)(1) The eyepieces of AE, BE, and
CE type supplied-air respirators shall
be shielded by plastic, glass, woven
wire, sheet metal, or other suitable
material which does not interfere with
the vision of the wearer.

(2) Shields shall be mounted and at-
tached to the facepiece to provide easy
access to the external surface of the
eyepiece for cleaning.

§84.137 Inhalation and exhalation
valves; check valves; minimum re-
quirements.

(a) Inhalation and exhalation valves
shall be provided where necessary and
protected against distortion.

(b) Exhalation valves shall be:

(1) Protected against damage and ex-
ternal influence; and

(2) Designed and constructed to pre-
vent inward leakage of contaminated
air.

(c) Check valves designed and con-
structed to allow airflow toward the
facepiece only shall be provided in the
connections to the facepiece or in the
hose fitting near the facepiece of all
Type A, AE, B, and BE supplied-air res-
pirators.

§84.138 Head harnesses; minimum re-
quirements.

Facepieces shall be equipped with ad-
justable and replaceable head har-
nesses which are designed and con-
structed to provide adequate tension
during use, and an even distribution of
pressure over the entire area in contact
with the face.

§84.139 Head and neck protection;
supplied-air respirators; minimum
requirements.

Type AE, BE, and CE supplied-air
respirators shall be designed and con-
structed to provide protection against
impact and abrasion from rebounding
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abrasive materials to the wearer’s head
and neck.

§84.140 Air velocity and noise levels;
hoods and helmets; minimum re-
quirements.

Noise levels generated by the res-
pirator will be measured inside the
hood or helmet at maximum airflow
obtainable within pressure and hose
length requirements and shall not ex-
ceed 80 dBA.

§84.141 Breathing gas; minimum re-
quirements.

(a) Breathing gas used to supply sup-
plied-air respirators shall be respirable
breathing air and contain no less than
19.5 volume-percent of oxygen.

(b) Compressed, gaseous breathing air
shall meet the applicable minimum
grade requirements for Type I gaseous
air set forth in the Compressed Gas As-
sociation Commodity Specification for
Air, G-7.1, 1966 (Grade D or higher qual-
ity). G-7.1 is incorporated by reference
and has been approved by the Director
of the Federal Register in accordance
with 5 U.S.C. 552(a) and 1 CFR part 51.
Copies may be obtained from American
National Standards Institute, Inc., 1430
Broadway, New York, NY 10018. Copies
may be inspected at the NIOSH, Cer-
tification and Quality Assurance
Branch, 1095 Willowdale Road, Morgan-
town, WV 26505-2888, or at the National
Archives and Records Administration
(NARA). For information on the avail-
ability of this material at NARA, call
202-741-6030, or g0 to: http://
www.archives.gov/federal register/
code of federal regulations/
ibr locations.html.

(c) Compressed, liquefied breathing
air shall meet the applicable minimum
grade requirements for Type II liquid
air set forth in the Compressed Gas As-
sociation Commodity Specification for
Air, G-7.1, 1966 (Grade B or higher qual-
ity). G-7.1 is incorporated by reference
and has been approved by the Director
of the Federal Register in accordance
with 5 U.S.C. 552(a) and 1 CFR part 51.
Copies may be obtained from American
National Standards Institute, Inc., 1430
Broadway, New York, NY 10018. Copies
may be inspected at the NIOSH, Cer-
tification and Quality Assurance

612



		Superintendent of Documents
	2014-12-31T09:36:19-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




